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[bookmark: _GoBack]THE CONTRACTOR SHALL INSTALL OUTDOOR RATED CATEGORY 5E CABLE FOR ALL OUTDOOR APPLICATIONS SUSCEPTIBLE TO WATER OR MOISTURE PENETRATION. OUTDOOR RATED CATEGORY 5E CABLE SHALL BE USED TO PROVIDE INTERCONNECTION BETWEEN THE ETHERNET SWITCHES, ITS DEVICES, AND NETWORK INTERFACES AS SHOWN ON THE PLANS. 

THE SPECIFICATIONS FOR THE OUTDOOR RATED CATEGORY 5E CABLES SHALL MEET THE FOLLOWING SPECIFICATIONS:

· DOUBLE SHIELD
· ALUMINUM ARMORED
· BARE (AKA PURE) COPPER CONDUCTORS
· CM PVC JACKET
· BLACK COLOR
· 24 AWG
· SOLID CONDUCTOR
· TIA/EIA-568A,ISO/IEC11801,YD/T1019-2001

ALL COMPLETE CABLES (INCLUDING CABLE AND CONNECTORS) SHALL BE CAT 5E CERTIFIED AND TESTED. THE CONTRACTOR SHALL TEST AND CERTIFY EACH CAT 5E CABLE (EXCLUDING PATCH CABLES 10 FEET OR LESS).

ALL CABLING SHALL BE CUT TO PROPER LENGTH BEFORE ASSEMBLY. CABLES SHALL BE NEATLY LASHED TO THE MESSENGER WIRE CABLE WHERE SHOWN IN THE PLANS.    

OUTDOOR RATED CATEGORY 5E CABLE WILL BE MEASURED TO THE CABINET, OR DEVICE, PLUS AN ALLOWANCE OF FIVE (5) FEET ON EACH END.

OUTDOOR RATED CATEGORY 5E CABLE WILL BE PAID FOR PER LINEAR FOOT, AND WILL INCLUDE FURNISHING ALL MATERIALS, EQUIPMENT, LABOR AND INCIDENTALS NECESSARY TO COMPLETE THE WORK SPECIFIED. 3/4/16
